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Engine Alternator Model Power Factor Emissions 

Baudouin 
4M06G35/5 

Leroy Somer 
TAL A42 D-S 

VPB26UKS-1 
(Canopied) Factor Φ = 1 N/A 

50Hz 1500rpm Single Phase 

 

Ratings Prime Power Standby Power Fuel Tank Fuel Consumption 

Voltage PRP ESP Capacity @100% load 

V kVA kVA L L/h 

230 24 26.4 110 7.6 

 

 

 

 

 

 

 

 

Prime Output 

This rating is applicable for 
supplying continuous 

electrical power at variable 
load. 

There is no limitation to the 
annual hours of operation, 
and this model can supply 
10% overload power for 1 

hour in 12 hours. 

Ratings 

All three-phase generator 
sets are rated at 0.8 power 

factor. 

All single-phase generator 
sets are rated at unity or 1.0 

power factor. 

Standby Output 

This rating is applicable for 
supplying electrical power (at 
variable load) in the event of 

a utility power failure. No 
overload is permitted on 

these ratings. 

The above ratings are in accordance with ISO8528-1 and ISO3046-1. Standard reference 
conditions: 25°C, 100m A.S.L., 30% relative humidity. 
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Engine 

Baudouin 4M06G35/5 

 Alternator Units  

 
General  

Performance 

Engine model  4M06G35/5 

N° of Cylinders / Valves  4 

Cylinders arrangement  inline 

Cycle  Four stroke 

Aspiration  Turbocharged 

Bore x stroke mm 89 x 92 

Displacement L 2.3 

Compression ratio  17.5:1 

Prime power / speed kW / rpm 30 / 1500RPM 

Standby power / speed kW / rpm 33 / 1500RPM 

Speed governor  Electronic 

Cooling system  Water-cooled, 50℃ radiator as standard 

Speed stability % ≤3% 

Total lubrication system capacity L 11.5 

Coolant capacity (with radiator) L 5 

Fuel consumption at 100% load L/H 7.6 

Starter Motor  DC12V 

Start Type  Electrical 

 

Alternator 

Leroy-Somer 

 
General  

Data 

Alternator model TAL A42 D-S 

Exciter type Brushless, Self-excited 

Power factor 1 

Voltage adjust range ≥5% 

Voltage regulation NL-FL ≤±1.0% 

Insulation grade H 

Protection grade IP23 
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DSE Controller Summary 

Deepsea (DSE) 7320 Controller 

 

 

  

 

 

 

 

 

 

 

 Automatic Start / Stop 
 Settings can be adjustable via key buttons on front panel 
 3 start attempts failure and Automatic Crank Disconnect 
 Parameters display (V / A / Hz / Hour) 
 Engine monitoring and protection 
 Charge alternator exciting and charge alternator fail alarm 
 Running hour counting 
 Emergency stop push button 
 Alarm system: over speed, high engine temperature, low oil pressure, charge fail 
 Protection system: over speed, high engine temperature, low oil pressure, 

emergency stop, and the other protection function pre-setting. 

 

Digital auto-start generator controller integrating digital, intelligent and network 
techniques is used for automatic control system of diesel generator. It can carry out 
functions including automatic start / stop, data measure and alarming. Optionally 
assembled with the ATS, it can carry out auto-switching between the outer power and 
generating set power (AMF).  
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Overall Dimensions, Weight & Noise 

VPB26UKS-1 

 

 

 

 

 

 

 

 

 

 

 

 

Frame type Dimensions Weight Base tank 
@100% load Noise level 

Canopied 
L x W x H (mm) kg Hours Litres dbA(A) @ 7m 

2250 x 960 x 1252 1036 14.5 110 70 

 


